
Thermal Envelope (Blower Door) Testing 
• Conducted by 3rd Party 
• Air leakage rate: 3 air changes/hour 
• Exterior windows & doors closed 
• All dampers closed 
• Interior doors open 
• HVAC system off 
• Supply & Return registers: fully open 

Fenestration U-Factor…..….0.32 
Skylight U-Factor…………......0.55 
Fenestration Air Leakage.…0.3 cfm: Windows, Sliding Doors, Skylights 
                 0.5 cfm: Swinging Doors  
Recessed Lighting……………<2 cfm Leakage When Tested per Manufacturer. Must be Sealed  
  

Ceiling Insulation: R-49 

Eave  
Baffle  

R-20 Wall 
Assembly 

Floor: R-30 

Crawlspace & Basement 
Wall: 15/19* 

*15/19 means R-15 continuous insulation on the interior or exterior of the home or R-19 cavity insulations at the interior of the  
  Basement wall. 15/19 shall be permitted to be met with R-13 cavity insulation on the interior and R-5 continuous insulation on 
the interior or exterior of home. 

Exterior  
Sheathing 

Water  
Resistive  

Barrier 

All Ducts, Filter Boxes, & Handlers Shall be Sealed 
Attic Supply Ducts: R-8 
All Other Supply Ducts Outside Thermal Envelope: R-6 
Duct Leakage: < 4 cfm/100 Sq Ft at Rough-In & Final 
HVAC Sizing: ACCA Manual S with Building Loads 
 Based on ACCA Manual J 
                            

Programmable Thermostat Set at 70 for Heat 78 for Cooling 
at Time of Final Inspection 
 
Lighting: 75% of Lamps Shall be High Efficiency 

Mechanical Piping Insulation Required when Fluid  
Temperatures are < 55°F or > 105°F 
 
Hot Water Pipe Insulation of R-3 or Greater Shall 
Be applied to the Following: 
1. ¾ inch Pipe or Greater in Diameter 
2. Piping serving 2+ Dwelling Units 
3. Piping from Water Heater to Kitchen Outlets 
4. Piping Outside Conditioned Space 
5. Piping from Water Heater to Distribution  

Manifold 
6. Piping Under Floor Slab 
7. Buried Piping 
8. Supply/Return Piping in Recirculation 

Systems 
9. Piping with Run Lengths Greater then the  
          Maximum Run Length for the Following: 
 Diameter (in)  Run Length (ft) 
        3/8           30  
        1/2           20 
        3/4           10 
        1/4             5 

Termite Barrier 
Installed per R318.3 
 
Rigid Insulation, 
Extended 
Downward 
2’0” 
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2017  
Prescriptive Energy Compliance 

Mandates: 
R402.2, R402.3, R403, R404, R405, 
R406. R501, R502, R503, R504, 
R505 of 2015 IECC. 


